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Pneumatic Manipulator MEGAPARTNER MG with
articulated arm

MEGAPARTNER MG, is a Manipulator with extremely
high load capacity, is able to handle loads up to
1500 kg and reach working radii up to 5000 mm
with loads of 650 kg, maintaining a good handiness
and fluidity, assuring the operator to work with
moderate efforts in good ergonomic conditions
and with the utmost safety.
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Megapartner column mounted - MGC
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‘«i: Structural versions: column mounted on fixed base-plate.
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E Vertical lift 2150 mm Vertical lift 3050 mm

g Min. overall dimensions 2000 mm Min. overall dimensions 2000 mm

[] Max. overall dimensions +4950 mm Max. overall dimensions +5850 mm

£ Vertical lft 1850 mm ! Vertical litt 2750 mm

= Min. overall dimensions 2000 mm Min. overall dimensions 2000 mm

2 Max. overall dimensions +4650 mm Max. overall dimensions. £5550 mm
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& Vertical lift 1500 mm -

e . Max. overall dimensions £4300 mm Max. overall dimensions +5250 mm
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EE" Max. radius (mm) 2500 3000 3500 4000 4500 5000

7 Min. radius (mm) 800 920 1050 1150 1300 1430
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8 Air supply: dry and oil-free compressed air min. constant 0.7+0.8 MPa
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Configuration and measurements may change upon the Customer’s specific requirements



