
315°

300°

360°

PARTNER EQUO - PE  ®

Industrial Manipulators

Pneumatic Manipulator POSIFIL PF with double cable

The POSIFIL Manipulator, equipped with electrical turbine vacuum pump, allows 
the handling of paper and plastic bags, cardboard boxes, rubber bales, drums etc. 
using standard or customized suction cups according to the applications.

The technical features of Posifil remain unchanged and it is manufactured in 
column mounted version, fixed and running overhead version.

WEIGHT 
CAPACITY
50 kg

RADIUS

5000 mm

PRESSURE

0.7-0.8 Mpa

VERTICAL LIFT

1800 mm
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Joint brake

Joint brake

POSIFIL - PF BAGS®

POWER SUPPLY
415 V 50 Hz 
3 Phase IP 55

COLUMN

FIXED
OVERHEAD

RUNNING 
OVERHEAD
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Posifil bags column mounted - PFC

Weight 
capacity

(kg)

Air supply: dry and oil-free compressed air min. constant 0.7÷0.8 MPa

Structural versions: column mounted on fixed base-plate, autostable base-plate of 
our supply properly dimensioned.
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Standard 
execution 

N°4 holes ø 25

Max. radius (mm)
Min. radius (mm)

The electrical turbine vacuum pump, with 
relative control panel and, if necessary, with 
filtering system, can be placed separately 
from the Manipulator, in a dedicated area, 
considering a distance of no more than 10 
meters.

Mounting 
flange ø 70 

Mounting
 flange ø 95

No. holes 4 6

ø E 200 mm 250 mm

ø holes 18 mm 20 mm

Holes for 
fastening screws
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Hole ø 25 for support rod

Posifil bags 
fixed overhead - PFF running overhead - PFS

Dalmec S.p.A.  
Via Gramsci 2

38023 CLES (TN) - Italy
Tel. 0463 675111

dalmec@dalmec.it
www.dalmec.com Via Gramsci, 2 Via Trento, 129

Stabilimenti di produzione in Cles


